
HCWA21NEWH
(Optional)

HCRA31NEWH
(Standard)

HCHCWWAA2211NNEEWWHH
(Optional)

HCRARAA333111NNNEEEWWH
(Standard)

–
IDU FEATURES

Fresh Air Inlet

3D Auto Swing

 

–
PRIMAIRY
LARGE SINGLE 
FIXED SPEED SERIES 

SPLIT
| COOLING ONLY

Fresh air inlet
Refrigerant pipe line
Drain pipe

Installation on Floor Installation on Ceiling

680m
m

230mm

Air Outlet

Air Inlet

680mm

23
0m

m

Air Outlet

Air Inlet

Installation on Floor or Ceiling

Auto-swing

Installation on Ceiling

680mm

23
0m

m

Air Outlet

Air Inlet

Installation on Floor

680m
m

230mm

Air Outlet

Air Inlet

–
GENERAL FEATURES

Expansion Interface

 

โหมดการทำความเย็น

(13~42k)

+15°C

+48°C

Cassette unit 

Connect

Signal 
lines

Connect

Micro channel outdoor heat exchanger
 (Floor Ceiling Unit: 13~36k)

Wide Ambient Temperature Range

.

.

Piping

Diameter (Liquid)

kBTU/hr

Inch(mm)

Diameter (Gas)

Max Length

Max Height

Inch(mm)

m

m

24

30

15

3/8(  9.52)

5/8(  15.88)

30

30

20

3/8(  9.52)

3/4(   19.05)

36

30

20

3/4(   19.05)

3/8(  9.52)

36(3ph)

50

20

3/4(   19.05)

3/8(  9.52)

42(3ph)

50

30

18

30

15

1/4(  6.35)

1/2(  12.7)

13

30

15

1/4(  6.35)

1/2(  12.7) 3/4(   19.05)

3/8(  9.52)
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Liquid pipe

Gas pipe

Outdoor unit below the indoor unit.

Outdoor unit above the indoor unit.

Max Height 
e

30m

Max Height 
e

30m

     
     

CERTIFICATION

Line ID : @hitachiairservice 
Cool Line : 02-794-0123

WARANTY

WARRANTY COMPRESSOR

5

CERTIFIED TO ISO 9001:2015 
CERT NO : 00119Q30316R2M/3700

CERTIFIED TO GB/T 28001-2011 
Occupational Health and Safety
CERT NO : 06316S20007R6M

CERTIFIED TO ISO ISO 14001:2004
CERT NO : 06316E20003R6M

TIS.2134-2553 EGAT NO.5

–

Tel : 02-794-0123
Fax : 02-717-1325-8 

71 ,
0310

www.hitachiaircon.co.th

PRODUCT
FEATURES



IDU
ODU
Power supply  (Indoor)

Power supply  (Outdoor)

V/Ph/Hz

V/Ph/Hz

RPFC-B13TNT2NH
RAS-B13TNHNH2
220-240/1/50

220-240/1/50

RPFC-B18TNT2NH
RAS-B18TNHNH2
220-240/1/50

220-240/1/50

RPFC-B30TNT2NH
RAS-B30TNHNH2
220-240/1/50

220-240/1/50

RPFC-B36TNT2NH
RAS-B36TNHNH2
220-240/1/50

220-240/1/50

RPFC-B36TNT2NH
RAS-B36TNHMH2
220-240/1/50

380-415/3/50

RPFC-B42TNT2NH
RAS-B42TNHMH2
220-240/1/50

380-415/3/50

RPFC-B24TNT2NH
RAS-B24TNHNH2
220-240/1/50

220-240/1/50

Max. input consumption        

Max. input current             

W

A

1,580

7.5

2,060

9.5

3,650

19.6

4,345

22.0

4,045

7.0

6,479

12.1

2,800

15.0

Indoor air flow Rated(Hi/Med/Lo) 

Indoor air flow Rated(Hi/Med/Lo) 

m3/h

CFM

1,200/1,050/850

705/617/500

1,750/1,600/1,400

1,029/940/823

2,000/1,800/1,600

1,176/1,058/941

2,000/1,700/1,500

1,180/1,000/880

2,000/1,700/1,500

1,180/1,000/880

2,000/1,800/1,600

1,176/1,058/941

1,600/1,500/1,350

940/882/793

Indoor noise level (Sound pressure) (Hi/Med/Lo)

Indoor noise level (Sound power)

dB(A)

dB(A)

52/50/46

57

53/51/49

63

52/50/48

66

52/48/44

65

52/48/44

65

53/52/50

66

52/51/48

Drainage water pipe diameter

Operation temperature

mm

°C

°C

OD 25

16~30

OD 25

16~30

OD 25

16~30

OD 25

16~30

OD 25

16~30

OD 25

16~30

OD 25

16~30

Qty’per 20’ /40’ /40'HQ (Indoor unit)  Set 84/168/196 66/132/154 42/84/98 42/84/98 42/84/98 42/84/9866/132/154

Outdoor noise level (Sound pressure)  Hi

High-Low Pressure Switch

dB(A) 50

- - -

53 57

Yes Yes Yes Yes

60 59 5555

Design pressure MPa 4.8/1.6 4.8/1.6 4.8/1.6 4.8/1.6 4.8/1.6 4.15/1.54.8/1.6

Throttle type Throttle Valve Throttle Valve Throttle Valve Throttle Valve Throttle Valve Capillary TubeThrottle Valve

Refrigerant type
Quantity kg

R-410A R-410A R-410A R-410A R-410A R-410AR-410A

0.7 1.0 1.5 1.8 1.95 2.41.13

63

Ambient temperature

Qty’per 20’ /40’ /40'HQ (Outdoor unit)  Set

15~48

102/204/272

15~48

90/186/186

15~48

44/92/96

15~48

26/53/106

15~48

26/53/106

15~48

26/53/106

15~48

90/186/186

Indoor fan motor

W 175 229 243 258 258 243200

uF

r/min

5

1,280/1,100/920

8

1,260/1,130/1,000

8

1,200/1,100/1,000

NA

1,250/1,100/950

NA

1,250/1,100/950

8

1,200/1,100/1,000

NA

1,220/1,160/1,080

Cooling

BTU/h

W

13,307

3,900

19,107

5,600

30,026

8,800

35,144

10,300

35,485

10,400

45,038

13,200

24,225

7,100

W 1,041.40

4.8

1,531.10

7.0

2,514.80

11.8

2,906.00

14

2,787.00

4.5

4,698.78

8.8

1,920.30

9.2

W/W

Capacity

Capacity

Input Power

Rated Current

COP

SEER

Input

Capacitor

Speed(Hi/Med/Lo)

3.74

13.57

3.66

13.25

3.50

12.68

3.54

12.84

3.73

13.52

2.81

10.18

3.70

13.40

Indoor unit

mm

mm

990×230×680

1,100×350×820

1,285×230×680

1,400×350×820

1,580×230×680

1,690×350×820

1,580×230×680

1,690×350×820

1,580×230×680

1,690×350×820

1,580×230×680

1,690×350×820

1,285×230×680

1,400×350×820

kg 30/36 39/50 46/55 48/58 48/58 46/5438/45

Dimension (WxHxD)

Packing(WxHxD)

Net/Gross weight

Compressor

ml

W

ROTARY

1,055

ROTARY

1,440

ROTARY

2,475

ROTARY

2,950

ROTARY

2,350

ROTARY

4,650

ROTARY

1,985

A 4.9

HAF68D1U/360

6.7

HAF68D1U/480

11.6

HAF68D1C/880

14.1

HAF68D1C/880

4.4

RmM68EA /1,200

7.8

a68HES-H/1,600

9.4

a68HES-H/480

Type 

Input

Rated current(RLA) 

Refrigerant oil   

Outdoor fan motor

r/min

W

1

80

1

122.2

1

189.2

1

197

1

298

2

74

1

87

F 3

910

4

870

6

880

NA

830

8

858

3

900

NA

880

Qty 

Input

Capacitor 

Outdoor unit mm

mm 810×585×280

940×640×420

860×670×310

990×730×450

885×795×366

1,050×890×500

950×1,050×340

1,110×1,200×460

950×1,050×340

1,110×1,200×460

950×1,050×340

1,110×1,200×460

860×670×310

990×730×450

kg 33/36 43/47 61/66 71/82 75/84 96/10345/49

Dimension(WxHxD)

Packing(WxHxD)

Net/Gross weight  

Refrigerant piping m

mm(inch) 6.35/ 12.7(1/4'/1/2')

30

6.35/ 12.7(1/4'/1/2')

30

9.52/ 19.05(3/8'/3/4')

30

9.52/ 19.05(3/8'/3/4')

30

9.52/ 19.05(3/8'/3/4')

30

9.52/ 19.05(3/8'/3/4')

50

9.52/ 15.88(3/8'/5/8')

30

m 15 15 20 20 20 3015

Liquid side/ Gas side  

Max. pipe length

Cooling

Type

Charged volume

Speed (Hi)

–
FLOOR CEILING CONVERTIBLE

Outdoor coil Type Micro Channel Micro Channel Micro Channel Micro Channel Micro Channel Micro Channel Hydrophilic aluminium  (Blue fin) / 

Nominal testing conditions:
Cooling - Indoor 80.6°F DB / 66.2°F WB (27°C DB / 19°C WB) & Outdoor 95°F DB / 75.2°F WB (35°C DB / 24°C WB)

SPECIFICATIONS


